
CBYREV. CHANGE DATE

1.  DIMENSIONS WILL BE INDICATED AS FOLLOWED,

ENGLISH (IN)

NOTES:

METRIC (MM)

MANUAL DENSITY
CONTROLLER (STANDARD)

(AUTOMATED CONTROL OPTIONAL)

INTEGRATED MAGNET/
PNEUMATIC SLIDE GATE
(OPTIONAL)

SAFETY SWITCHES
(TYPICAL)

WATER-COOLING
FLOW CONTROL MANIFOLD

27.00 [68.58]

13.00 [33.02]

43.38 [110.17]

BELT GUARD

MAIN DRIVE MOTOR
10 HP. [7.4 KW]

WATER COOLED
ROLLS AND NORMALIZER

(OPTIONAL)

INFINITE ROLL
GAP ADJUSTMENT

GROUND COFFEE
DISCHARGE

1/3 HP. [.3 KW]
VARIABLE SPEED
FEEDER MOTOR

26.00 [66.04]

39.88 [101.28]

Model 700
Two Section

Technical Data (Approximate)

With Normailizer

67.00 [170.18]

25.19 [63.98]

115.75 [294.01]

41.63 [105.73]

11.50 [29.21]

11.50 [29.21]

9.13 [23.18]

26.00 [66.04]

9.00 [22.86]

33.00 [83.82]

300 LB HOPPER
STAINLESS STEEL

(OPTIONAL)

43.37 [110.17]

SIGHT GLASS

36.00 SQ [91.44]

38.25 SQ [97.16]

HOPPER MUST
BE SUPPORTED

HOPPER MUST
BE SUPPORTED

SUPPORT BRACKET

PLAN VIEW


